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INSTALLATION NOTES
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Since the generates
modest amounts of heat, adequate
ventilation is required. Do not place the
amplifier on a soft surface such as a
carpeted surface that may block the
ventilation holes of the bottom cover. Also,
avoid obstructing the ventilation holes in the
top cover.

To prevent the risk of fire or
shock, do not allow any liquid or moisture to
enter into the internal parts of this product. If
any liquid accidentally enters this product,
shut off the power and remove the AC power
cord immediately. If the liquid is anything
other than clean water or pure alcohol, have
the product examined by a service
technician. Servicing of this product should
be referred to a qualified service technician.

Your amplifier is set to work on your
local mains supply voltage. Check that your
local mains supply voltage agrees with the
voltage setting indicated on the back panel of
the amplifier. If not, please contact your
dealer or national distributor for details on
how to proceed further.
The cores of the mains lead are coloured in
accordance with the following code:
Blue -Neutral
Brown -Live
Note: Export units for certain markets have
moulded mains plugs fitted as standard.
As the colours in the mains lead may not
correspond with the coloured markings
identifying the terminals in your plug,
proceed as follows:
The wire which is coloured blue must be
connected to the terminal which is marked by
the letter N, or coloured black or blue. The
wire which is coloured brown must be
connected to the terminal which is marked by
the letter L, or coloured red or brown.

AMC 2N100MKII

CAUTION:

AMC
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1. POWER SWITCH
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REAR PANEL CONNECTIONS/FRONT PANEL CONTROLS

REAR PANEL

FRONT PANEL

1.MAINS INLET

2.INPUT LEVEL CONTROLS

3.LINE OUTPUTS

4.LINE INPUTS

5.LOUDSPEAKER TERMINALS

6.CONVENIENCE AC OUTLET (Unswitched)



REAR PANEL CONNECTIONS
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1. MAINS INLET

2. INPUT LEVEL CONTROLS

3. LINE OUTPUTS

4. LINE INPUTS

5. LOUDSPEAKER TERMINALS

6. UNSWITCHED CONVENIENCE AC

OUTLET

1. POWER SWITCH

Connect the AC line cord in to the mains inlet
and plug the AC cord plug into a nearby wall
outlet that provides the correct AC power line
voltage.

Each channel of the 2N100MKII has its own,
independent level control. Before turning on
the 2N100MKII for the first time, make sure
that all level controls are set to their fully
clockwise position. These controls can be
used for various functions. For example, they
can be used to match the levels of
loudspeakers in a multi-room installation, or
to lower the sensitivity of the power amplifier,
so that the volume control on pre-amplifier is
at a more convenient and usable position.
They can also be used to optimise the
balance in a stereo system.

Each input has an accompanying line output
which will pass the signal onto another
amplifier input or other line-level device.

There are two (or three) RCA phono
connectors on the back panel that connect to
the inputs of each of the power amplifiers.

The 2N100MKII is equipped with binding
post type speaker terminals that are
designed to handle the extremely high peak
currents that this amplifier is capable of
giving. Connections from these terminals to
the loudspeakers should be made with
heavy-duty wire. Standard wire of 16 gauge
or thicker is recommended especially if low
impedance loudspeakers are used.
UNDER NO CIRCUMSTANCES SHOULD
THE OUTPUTS BE SHORTED TOGETHER.

There is one unswitched convenience AC
outlet on the back panel of the 2N100MKII.
The outlet can be used to provide AC power
for other audio or video components.

The press button switch marked power can
be used to switch the 2N100MKII on or off.
When the 2N100MKII is switched on, the
small indicator above the power switch will
glow green.
UNDER NO CIRCUMSTANCES SHOULD
THE CASE OF THE AMPLIFIER BE
OPENED BY ANYONE OTHER THAN A
QUALIFIED ENGINEER, AS DANGEROUS
VOLTAGES ARE PRESENT INSIDE. ANY
UNAUTHORIZED REPAIR MAY
INVALIDATE YOUR WARRANTY.

FRONT PANEL CONTROLS



5

SPECIFICATIONS

Rated power into 8 ohm (IMF) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

Rated T.H.D. 20Hz-20KHz

Clipping power into 8 ohm

Dynamic power into 8 ohm

Current limit into 0.1 ohm and 1 ohm

Damping factor

Input sensitivity for 100W output Power into 8 ohm

Input impedance

Frequency response 20Hz-20KHz

-3dB

Signal to noise ratio "A" WTD (ref. 1W/8 ohm)

Separation 20KHz

Dimensions (WxHxD)

Net weight 2N100MKII-2/-3

Shipping weight (2 pieces) 2N100MKII-2/-3

150W

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0.03%

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 160W

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 255 W

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 30 Amps

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . >200

. . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 Vrms

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 22Kohm//150pF

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . +/-0.3dB

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4Hz/75KHz

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . >100dB

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . >70dB

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 430x112x288 mm

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 11.4Kg712.3Kg

. . . . . . . . . . . . . . . . . . . . . . . . . . 24.4 Kg/30.8 Kg

OTHERS

Weltronics Corp. reserved the right to improve its products at any time. Specifications are
subject to change without notice.



All the safety and operating instructions should be read
before the appliance is operated.

The safety and operating instructions should be retained for
future reference.

All warnings on the appliance and in the operating instructions
should be adhered to.

All operating and use instructions should be followed.

The appliance should not be used near water - for example,
near a bathtub, washbowl, kitchen sink, laundry tub, in a wet
basement, or near a swimming pool, etc.

The appliance should be used only with a cart or stand that is
recommended by the manufacturer.

An appliance and cart combination should be
moved with care. Quick stops, excessive force,
and uneven surfaces may cause the appliance
and cart combination to overturn.

This equipment is not designed for use mounted on a wall or a
ceiling.

The appliance should be situated so that its location or position
does not interfere with its proper ventilation. For example, the
appliance should not be situated on a bed, sofa, rug, or similar
surface that may block the ventilation openings, or placed in a
built-in installation, such as bookcase or cabinet that may
impede the flow of air through the ventilation openings.

The appliance should be situated away from heat sources
such as radiators, heat registers, stoves, or other appliances
(including amplifiers) that produce heat.

The appliance should be connected to a power supply only of
the type described in the operating instructions or as marked
on the appliance.

Power-supply cords should be routed so that they are not likely
to be walked on or pinched by items placed upon or against
them, paying particular attention to cords at plugs,
convenience receptacles, and the point where they exit from
the appliance

The appliance should be cleaned only as recommended by
the manufacturer.

The power cord of the appliance should be unplugged from the
outlet when left unused for a long period of time.

Care should be taken so that objects do not fall and liquids are
not spilled into the enclosure through openings.

The user should not attempt to service the appliance beyond
that described in the operating instructions. All other servicing
should be referred to qualified service personnel.

The appliance should be serviced by qualified service
personnel when:
a) The power-supply cord or the plug has been damaged; or
b) Objects have fallen, or liquid has been spilled into the

appliance; or
c) The appliance has been exposed to rain; or
d) The appliance does not appear to operate normally or

exhibits a marked change in performance; or
e) The appliance has been dropped, or the enclosure is

damaged.

(APPLIES TO TUNERAND RECEIVERS ONLY)

An outdoor antenna should be located away from power lines.

(APPLIES TO TUNERAND RECEIVERS ONLY)

If an outside antenna is connected to the receiver, be sure the
antenna system is grounded so as to provide some protection
against voltage surges and built up static charges.
Section 810 of the National Electrical Code,ANSI/NFPANo.
70-1984, provides information with respect to proper
grounding of the mast and supporting structure, grounding of
the lead-in wire to an antenna discharge unit, size of grounding
conductors, location of antenna-discharge unit, connection to
grounding electrodes, and requirements for the grounding
electrode. See Figure.
a) Use No. 10 AWG (5.3 mm ) copper, No. 8 AWG (8.4 mm )

aluminum, No. 17 AWG (1.0 mm ) copper-clad steel or
bronze wire, or larger, as a ground wire.

b) Secure antenna lead-in and ground wires to house with
stand-off insulators spaced from 4-6 feet (1.22-1.83 m)
apart.

c) Mount antenna discharge unit as close as possible to where
lead-in enters house.

d) Use jumper wire not smaller than No.6 AWG (13.3 mm )
copper, or the equivalent, when a separate antenna-
grounding electrode is used. See NEC Section 810-21(j).

1. READ INSTRUCTIONS

2. RETAIN INSTRUCTIONS

3. HEED WARNINGS

4. FOLLOW INSTRUCTIONS

5. WATER AND MOISTURE

6. CARTS AND STANDS

6A.

7. WALL OR CEILING MOUNTING

8. VENTILATION

9. HEAT

10. POWER SOURCES

11. POWER-CORD PROTECTION

12. CLEANING

13. NON USE PERIODS

14. OBJECT AND LIQUID ENTRY

15. SERVICING

16. DAMAGE REQUIRING SERVICE

17. POWER LINES

18. OUTDOOR ANTENNA GROUNDING

2 2

2

2

SAFETY INSTRUCTION

S3125A

PORTABLE CART WARNING

Antenna Lead

In Wire

Ground
Clamp

Electric
Service
Equipment

Power Service Grounding
Electrode System
(NEC Art 250 Part H)

Ground Clamps

Antenna
Discharge
Unit (NEC
Section 810.20)

Grounding Conductors
(NEC Section 810.21)

Antenna Grounding According to

the National Electrical Code

National Electrical Code
Available from Library, book
stores, or National Fire Protection
Association (Batterymarch Park,
Quincy. MA 02269).

AMC 21-3004



21R- 4260

WELTRONICS CORP.
LONDON/L.A.

AMC Web: http://www.amchome.com

PN: 21R-4260



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


